
TECHNICAL
PRODUCT
INFORMATION

APPLICATIONS
Aged & Health Care Drainage | Commercial Drainage | 
Courtyard & Al Fresco Drainage | Pool and Spa Area Drainage 
Pedestrian Area Drainage | Multi-Residential Drainage | 
Landscaped/Streetscaped Areas | Car Park & Driveway 
Drainage

CERTIFICATIONS
Surface openings in pedestrian areas (AS3996)

Wet-Barefoot inclining platform test (AS4586:C)

Wheelchair and walking cane safety (AS1428.2- Clause 9) 
Bicycle tyre penetration resistance (AS3996- 
Clause 3.3.6)

HEELGUARD™ GRATES & 
FRAMES
Continue the aesthetic appeal of the original 
Heelguard™ grating with our range of sump and trench 
grates and frames.
Available in multiple finishes and load classes, this 
system can be fabricated to suit both cast-insitu and 
post-fix applications.
Supplied with Safeline Anti-Slip grate type (HM3/5) as 
standard. Alternative grate types available upon 
request.
Standard in grade 304 stainless steel, grade 316 is 
available on request and recommended for coastal/high 
chemical applications.
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SUMP GRATES & FRAMES   
Product Code Length (C/O) Width (C/O) Class Options
SG300 300 300 A, B, C, D
SG450 450 450 A, B, C, D
SG600 600 600 A, B, C, D
SG750 750 750 A, B, C, D

600 900 A, B, C, D
900 900 A, B, C, D
600 1200 A, B, C, D
900 1200 A, B, C, D
1200 1200 A, B, C, D

SG6090 
SG900 
SG60120 
SG90120 
SG1200 
SGCUS CUSTOM CUSTOM A, B, C, D

TRENCH GRATES & FRAMES  ** CURVED GRATING AVAILABLE
Product Code Length  Width  Class Options
TG100 CUSTOM 100 

CUSTOM 150 
CUSTOM 200 
CUSTOM 250 
CUSTOM 300 

TG150 
TG200 
TG250 
TG300 
TG400
TGCUS 

CUSTOM
CUSTOM 

400
CUS 

A, B, C, D 
A, B, C, D 
A, B, C, D 
A, B, C, D 
A, B, C, D 
A, B, C, D
A, B, C, D
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HEELGUARD WHEELCHAIR SAFE�� SLIP RESISTANCE

Proudly Australian Made, Owned and Operated

Wet Pendulum Test (Slip Resistant to AS4586)

Oil-Wet inclining platform test (AS4586: Parallel)
Oil-Wet inclining platform test (AS4586: Perpendicular)




