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GRATE & INSERT OPTIONS

FLEXI DRAIN
This original trough system gives complete 
fexibility. Choose from a standardised depth and 
width or customise the system to suit your unique 
requirements. 

Manufactured from 304 grade stainless steel,  also 
available in marine grade 316 on request, 
Heelguard Grating offers multiple wire 
combinations as well as tile insert options.

www.heelguard.com.au | sales@heelguard.com.au 
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APPLICATIONS
Bathroom Drainage
Aged & Health Care Drainage 
Balcony Drainage        
Commercial Kitchen Drainage 
Courtyard & Al Fresco Drainage 
Pool and Spa Area Drainage 
Pedestrian Area Drainage  
Shower Drainage 
Multi-Residential Drainage 
Threshold Drainage

• Econoline: 3mm wire with 5mm gap
• Fineline: 3mm wire with 3mm gap
• Uniline: 5mm wire with 3mm gap
• Broadline: 5mm wire with 3mm gap
• Safeline: 5mm wire with 5mm gap
• Tileline: 13mm-22mm internal insert depth

SPECIFICATIONS
Product  Code: FD-100/130/150/200/250/300/CUS            
Material: Grade 304 /316 (Required for pool applications) 
Profile: Rebated
Load Class Options: A (10kN), B (80kN), C (150kN), D (210kN)
Clear Width Openings (mm): 100, 130, 150, 200, 250, 300 
Fall Options: Constant or Presloped
Length: Made to measure
Outlet Size: DN40, DN50, DN65, DN80, DN100    

CERTIFICATIONS
All Grating & Inserts:
Bicycle tyre penetration resistance (AS3996-Clause 3.3.6)Bic 
Wheelchair and walking cane safety (AS1428.2- Clause 9) 
Surface openings in pedestrian areas (AS3996)
Anti Slip Grating:  

Wet-Barefoot inclining platform test (AS4586:C)
Wet Pendulum Test (Slip Resistant to AS4586)

Oil-Wet inclining platform test (AS4586: Parallel)
Oil-Wet inclining platform test (AS4586: Perpendicular)




